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Transportation
Synflex® coils, air brake and diesel fuel tubing

	 15CA Eclipse® . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-5 
	 3SCE Eclipse® . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-5

	 4245 Eclipse® . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-6

	 4247 Solstice®. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-7

	 3270 Eclipse®. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-8

	 4294 Synflex®. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-9

	 4297 Synflex®. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-10

	 4KGEN Synflex®. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-11

Fuel line hose

	 H057. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-12
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Air brake hose

	 EC038. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-14
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	 2550/2554 . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-15

	 1531. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-15

Silicone hose

	 EH225 . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-16
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Diesel and biodiesel hose

	 GH100 ESP™ . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-19

	 GH101 ESP™ . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-19

Engine and air brake hose
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High temperature engine, fuel and oil hose

	 FC650. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-23
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LPG hose

	 FC321. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-25
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CNG hose – High and low pressure

	 35NG. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  F-27
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15CA Eclipse® air brake coil F-5

4245 Eclipse® truck air brake, Type A F-6 4247 Solstice®  truck air brake, Type A F-7

4294 Low-flex diesel fuel tubing F-9

3SCE Eclipse® fifth-wheel slider coil F-5

3270 Eclipse® truck air brake, Type B F-8

4297 High-flex diesel fuel tubing F-10

4KGEN Diesel fuel kits F-11

Synflex® coils, air brake tubing and diesel fuel tubing

Air brake coils

Air brake tubing

Diesel fuel tubing

Transportation
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H057 Fuel line hose F-12 35FH Fuel line hose F-13

2570 Air brake hose F-14

1531 Railroad air brake hose F-15

EC038 Air brake hose F-14

2550/2554 Air brake hose F-15

Transportation

Truck and engine maintenance

Fuel line hose

Silicone hose

Air brake hose

EH225 Heater hose F-16

EH227 4-ply Turbo hose F-18

EH226 Coolant hose F-17

GH101 ESP™ CPE rubber - diesel and biodiesel F-19GH100 ESP™ Braided - diesel and biodiesel F-19

Diesel and biodiesel hose
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Transportation

FC355 Engine and air brake hose G-20 FC350 Engine and air brake hose G-21

FC650 High temperature fuel and oil hose G-23 FC699 High temperature fuel and oil hose G-23

FC234 High temperature fuel and oil hose G-24

FC321 UL Listing MH6044 hose G-25

35NG Synflex® High pressure CNG hose G-27

 

CR170 CGA Type III hose G-26

NG-TW Low pressure CNG hose G-28

Truck and engine maintenance

Engine and air brake hose

High temperature fuel and oil hose

LPG hose

CNG hose, high and low pressure

FC300 Textile and wire braid G-22
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15CA Eclipse® 

3SCE Eclipse®

Air brake coil
Meets: SAE J844 Type B, DOT-FMVSS 106, (49 FR571.106)

Fifth-wheel slider coil
Meets: SAE J844 Type B, DOT-FMVSS 106, (49 FR571.106)

Construction
Tube: Synflex® Eclipse air 
brake tubing, 100% polyamide

Reinforcement: Polyester 
yarn

Brass end fittings with 
corrosion resistant spring 
guards

Operating parameters
-54°C to +93°C  
(-65°F to +200°F)

Application
•	 Articulating connections 

for air brake line systems 
(connections between 
towed and towing  
motor vehicle)

•	 Tractor-to-trailer air 
connections used in 
extremely low temperatures

Features
•	 Superior abrasion resistance
•	 Excellent return and  

coil memory
•	 Enhanced flexibility  

and extension

Constuction 
Tube: Synflex® Eclipse air 
brake tubing, 100% polyamide

Reinforcement: Polyester 
yarn

Brass end fittings with 
corrosion resistant spring 
guards

Operating parameters
-54°C to +93°C  
(-65°F to +200°F)

Application
•	 Articulating connections 

for air brake line systems 
(connections between 
towed and towing  
motor vehicle)

•	 Tractor-to-trailer air 
connections used in 
extremely low temperatures

Features
•	 Superior abrasion resistance
•	 Excellent return and  

coil memory
•	 Enhanced flexibility  

and extension
•	 Brass end fittings with 

corrosion resistant  
spring guards

Male ends

Part number Description
Valve pigtail

length Valve Gladhand
Working
Length

mm in mm in mm in m ft

15CA12-12 15’ WL abt coil set w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 4,6 15.00
15CA48-12 15’ WL abt coil set w/ 48” pigtails 1.219,2 48.00 12,7 0.50 12,7 0.50 4,6 15.00
15CAR12-12 15’ WL single, red abt coil w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 4,6 15.00
15CAB12-12 15’ WL single, blue abt coil w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 4,6 15.00
15CAR48-12 15’ WL single, red abt coil w/ 48” pigtails 1.219,2 48.00 12,7 0.50 12,7 0.50 4,6 15.00
15CAB48-12 15’ WL single, blue abt coil w/ 48” pigtails 1.219,2 48.00 12,7 0.50 12,7 0.50 4,6 15.00
12CA12-12 12’ WL abt coils set w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 3,7 17.00
12CAR12-12 12’ WL single, red abt coil w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 3,7 17.00
12CAB12-12 12’ WL single, blue abt coil w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 3,7 17.00
20CA12-12 20’ WL abt coil set w/ 12” pigtails 304,8 12.00 12,7 0.50 12,7 0.50 6,1 20.00

Part number
Valve pigtail

length
End  

fitting
Working  
length

Retracted  
length

mm in mm ft mm in

3SCE-0303304-033 88,9 3.50 None 1.371,6 54.00 254,0 10.00
3SCE-0303304-166 88,9 3.50 1/4” male pipe 1.371,6 54.00 254,0 10.00

Synflex® Air brake coils

Transportation



F

AEROQUIP MASTER CATALOG    A-HOOV-MC001-E3—August 2017    www.eaton.comF-6

4245 Eclipse® 
Type A truck air brake tubing
Meets: SAE J844 Type A, SAE J1131, SAE J2494-3, DOT-FMVSS 106

Master pack configuration

Part 
number

Hose I.D. Package 
type

Package 
count

Package 
Length

mm in mm ft

4245-02 2,0 0.08 Reel 6 609,6 2,000
4245-02 2,3 0.09 Reel 6 304,8 1,000
4245-03 3,0 0.12 Reel 6 304,8 1,000
4247-04 4,3 0.17 Reel 6 304,8 1,000
4245-05 5,9 0.23 Reel 6 152,4 500

r

Part number
Tube 
size Tube O.D. Tube I.D.

Wall 
thickness

Minimum 
burst  

pressure

Minimum 
bend 

radius Weight Color
Package 
length*

mm in mm in mm in bar psi mm in kg/100m lbs/100ft m ft

4245-02207 -02 3,2 .125 2,0 0.08 0,6 0.02 69,0 1,000 6,4 0.25 0,5 0.33 Black 3.657,6 12,000
4245-02227 -02 3,2 .125 2,0 0.08 0,6 0.02 69,0 1,000 6,4 0.25 0,5 0.33 Red 3.657,6 12,000
4245-02257 -02 3,2 .125 2,0 0.08 0,6 0.02 69,0 1,000 6,4 0.25 0,5 0.33 Green 3.657,6 12,000
4245-02267 -02 3,2 .125 2,0 0.08 0,6 0.02 69,0 1,000 6,4 0.25 0,5 0.33 Blue 3.657,6 12,000
4245-02506 -02 4,0 .125 2,3 0.09 0,8 0.03 83,0 1,200 12,7 0.50 0,8 0.56 Black 1.828,8 6,000
4245-02526 -02 4,0 .125 2,3 0.09 0,8 0.03 83,0 1,200 12,7 0.50 0,8 0.56 Red 1.828,8 6,000
4245-02546 -02 4,0 .125 2,3 0.09 0,8 0.03 83,0 1,200 12,7 0.50 0,8 0.56 Yellow 1.828,8 6,000
4245-02556 -02 4,0 .125 2,3 0.09 0,8 0.03 83,0 1,200 12,7 0.50 0,8 0.56 Green 1.828,8 6,000
4245-02566 -02 4,0 .125 2,3 0.09 0,8 0.03 83,0 1,200 12,7 0.50 0,8 0.56 Blue 1.828,8 6,000
4245-03306 -03 4,8 .188 3,0 0.12 0,9 0.04 83,0 1,200 19,1 0.75 1,1 0.71 Black 1.828,8 6,000
4245-03326 -03 4,8 .188 3,0 0.12 0,9 0.04 83,0 1,200 19,1 0.75 1,1 0.71 Red 1.828,8 6,000
4245-03356 -03 4,8 .188 3,0 0.12 0,9 0.04 83,0 1,200 19,1 0.75 1,1 0.71 Green 1.828,8 6,000
*Master pack quantity part numbers listed. For master pack configuration information refer to chart below:

Construction
Tube: 100% polyamide 

Reinforcement: Polyester 
yarn

Operating parameters
-54°C to +93°C  
(-65°F to +200°F)

Features
•	 Superior abrasion resistance
•	 Ease of cutting
•	 Enhanced flexibility and 

extension
•	 Flow performance
•	 UV stabilized, 

thermoformable
•	 Available in standard and 

custom colors 
•	 Available in all standard 

sizes

Application
•	 Truck air brake systems
•	 Trailer air brake systems
•	 Auxiliary air systems
•	 Formed tubes
•	 Formed and straight air 

brake harness assemblies

Note: Eaton offers 100, 500, and 1,000 ft short roll packages for  
the 4245 and 4247 tubing. Please see Eaton literature E-PNOV-MS004-E 
Short Roll Reference Guide, for details or contact your Eaton sales or 
customer service representative.

Synflex® Air brake tubing

Fitting reference

Brass

For more information on brass fittings 
see Eaton Brass Products Master Catalog 
E-BRFI-MC001-E.

Transportation
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Synflex® Air brake tubing

4247 Solstice® 
Type A truck air brake tubing
Meets: SAE J844 Type A, SAE J1131, SAE J2494-3, DOT-FMVSS 106

Master pack configuration

Part 
number

Hose I.D. Package 
type

Package 
count

Package 
Length

mm in mm ft

4245-02 2,0 0.08 Reel 6 609,6 2,000
4245-02 2,3 0.09 Reel 6 304,8 1,000
4245-03 3,0 0.12 Reel 6 304,8 1,000
4247-04 4,3 0.17 Reel 6 304,8 1,000
4245-05 5,9 0.23 Reel 6 152,4 500

r

Part number
Tube 
size Tube O.D. Tube I.D.

Wall 
thickness

Minimum 
burst  

pressure

Minimum 
bend 

radius Weight Color
Package 
length*

mm in mm in mm in bar psi mm in kg/100m lbs/100ft m ft

4247-04106 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Black 1.828,8 6,000
4247-04126 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Red 1.828,8 6,000
4247-04136 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Orange 1.828,8 6,000
4247-04146 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Yellow 1.828,8 6,000
4247-04156 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Green 1.828,8 6,000
4247-04166 -04 6,4 .25 4,3 0.17 1,0 0.04 83,0 1,200 25,4 1.00 2,2 1.50 Blue 1.828,8 6,000
4245-05204 -05 8,0 .312 5,9 0.23 1,0 0.04 69,0 1,000 28,6 1.13 2,3 1.54 Black 914,4 3,000
4245-05224 -05 8,0 .312 5,9 0.23 1,0 0.04 69,0 1,000 28,6 1.13 2,3 1.54 Red 914,4 3,000
4245-05244 -05 8,0 .312 5,9 0.23 1,0 0.04 69,0 1,000 28,6 1.13 2,3 1.54 Yellow 914,4 3,000
4245-05254 -05 8,0 .312 5,9 0.23 1,0 0.04 69,0 1,000 28,6 1.13 2,3 1.54 Green 914,4 3,000
4245-05264 -05 8,0 .312 5,9 0.23 1,0 0.04 69,0 1,000 28,6 1.13 2,3 1.54 Blue 914,4 3,000
*Master pack quantity part numbers listed. For master pack configuration information refer to chart below:

Construction
Tube: 100% polyamide 

Reinforcement: Polyester 
yarn

Operating parameters
-54°C to +93°C  
(-65°F to +200°F)

Application
•	 Truck air brake systems
•	 Trailer air brake systems
•	 Auxiliary air systems
•	 Formed tubes
•	 Formed and straight air 

brake harness assemblies

Features
•	 Superior abrasion resistance
•	 Ease of cutting
•	 Enhanced flexibility and 

extension
•	 Flow performance
•	 UV stabilized, 

thermoformable
•	 Available in standard and 

custom colors 
•	 Available in all standard 

sizes

Note: Eaton offers 100, 500, and 1,000 ft short roll packages for  
the 4245 and 4247 tubing. Please see Eaton literature E-PNOV-MS004-E 
Short Roll Reference Guide, for details or contact your Eaton sales or 
customer service representative.

Transportation

Fitting reference

Brass

For more information on brass fittings 
see Eaton Brass Products Master Catalog 
E-BRFI-MC001-E.



F

AEROQUIP MASTER CATALOG    A-HOOV-MC001-E3—August 2017    www.eaton.comF-8

Master pack configuration

Hose I.D. Package 
type

 Package 
count

Package 
Length

Part no mm in mm ft

3270-06 6,4 0.25 Reel 6 152,4 500
3270-08 9,6 0.38 Reel 3 152,4 500
3270-10 11,2 0.44 Reel 3 76,2 250
3270-12 14,4 0.57 Reel 3 76,2 250

3270 Eclipse®

Type B truck air brake tubing
Meets: SAE J844 Type B, SAE J1131, SAE J2494-3, DOT-FMVSS 106

r

Part number
Tube 
size Tube O.D. Tube I.D.

Wall 
thickness

Minimum 
burst 

pressure

Minimum 
bend  

radius Weight Color
Package 
length*

mm in mm in mm in bar psi mm in kg/ 
100m

lbs/ 
100ft m ft

3270-06104 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Black 914,4 3,000
3270-06124 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Red 914,4 3,000
3270-06134 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Orange 914,4 3,000
3270-06144 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Yellow 914,4 3,000
3270-06154 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Green 914,4 3,000
3270-06164 -06 9,5 .375 6,4 0.25 1,6 0.06 96,5 1,400 38,1 1.50 4,2 2.80 Blue 914,4 3,000
3270-08104 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Black 457,2 1,500
3270-08124 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Red 457,2 1,500
3270-08134 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Orange 457,2 1,500
3270-08144 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Yellow 457,2 1,500
3270-08154 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Green 457,2 1,500
3270-08164 -08 12,7 .50 9,6 0.38 1.6 0.06 65,5 950 50,8 2.00 5,8 3.80 Blue 457,2 1,500
3270-10103 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Black 228,6 750
3270-10123 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Red 228,6 750

3270-10133 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Orange 228,6 750

3270-10143 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Yellow 228,6 750
3270-10153 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Green 228,6 750
3270-10163 -10 15,9 .625 11,2 0.44 2,3 0.09 62,1 900 63,5 2.50 10,4 7.00 Blue 228,6 750
3270-12103 -12 19,1 .75 14,4 0.57 2,3 0.09 55,2 800 76,2 3.00 12,8 8.60 Black 228,6 750
3270-12123 -12 19,1 .75 14,4 0.57 2,3 0.09 55,2 800 76,2 3.00 12,8 8.60 Red 228,6 750
3270-12133 -12 19,1 .75 14,4 0.57 2,3 0.09 55,2 800 76,2 3.00 12,8 8.60 Orange 228,6 750
3270-12153 -12 19,1 .75 14,4 0.57 2,3 0.09 55,2 800 76,2 3.00 12,8 8.60 Green 228,6 750
3270-12163 -12 19,1 .75 14,4 0.57 2,3 0.09 55,2 800 76,2 3.00 12,8 8.60 Blue 228,6 750
*Master pack quantity part numbers listed. For master pack configuration information refer to chart below.

Construction
Tube: 100% polyamide 
formed tubes

Reinforcement: Polyester 
yarn

Operating parameters
-54°C to +93°C  
(-65°F to +200°F)

Application
•	 Truck air brake systems
•	 Trailer air brake systems
•	 Auxiliary air systems

Features
•	 Superior abrasion resistance
•	 Ease of cutting
•	 Enhanced flexibility and 

extension
•	 Flow performance
•	 UV stabilized, 

thermoformable
•	 Formed and straight air 

brake harness assemblies
•	 Available in standard and 

custom colors 
•	 Available in all standard 

sizes

Note: Eaton offers 100, 500, and 1,000 ft short roll packages for the  
3270 tube. Please see Eaton literature E-PNOV-MS004-E for details or 
contact your Eaton sales or customer service representative.

Synflex® Air brake tubing

Transportation
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4294 Synflex®

Low-flex diesel fuel tubing

r

Part 
number

Tube 
size Tube I.D. Tube O.D.

Wall 
thickness

Maximum 
operating 
pressure 

Minimum 
burst 

pressure

Minimum
bend 

radius Weight Color
Package 
length*

DN mm in mm in mm in bar psi bar psi mm in kg/ 
100m

lbs/ 
100ft m ft

4294-06 -06 10 6,4 0.25 9,9 0.40 1,8 0.07 5 75 34,5 500 28,7 1.13 1,4 3.00 Black
Aluminum 30,5 100

4294-07 -07 11 7,6 0.30 11,1 0.44 1,8 0.07 5 75 34,5 500 31,8 1.25 1,5 3.40 Black
Aluminum 30,5 100

4294-08 -08 12 9,5 0.38 13,3 0.53 1,9 0.08 5 75 34,5 500 76,3 3.00 2,0 4.50
Black

Aluminum
Purple

30,5 100

4294-10 -10 16 12,1 0.48 17,2 0.68 2,5 0.10 5 75 34,5 500 88,9 3.50 3,3 7.30 Black
Aluminum 30,5 100

*Random length box packaged part numbers listed. Other packaging options available. See Customer Connect or contact your Eaton customer service representative.

Construction
Tube: Nylon 12

Cover: Thermoplastic

Operating parameters
-40°C to +93°C  
(-40°F to +200°F)

Standard Compliance
Portions of: SAE J844, J1131, 
J1394

ASTM D471, 0624, 0638, 
D648, 0709, 0746, 0742, 
02240

Application
•	 Designed specifically for 

diesel fuel applications
•	 Transportation – trucks, 

buses and off-highway 
vehicles, construction 
machinery and equipment

•	 Agriculture machinery and 
equipment

•	 Marine, boats and yachts
•	 Diesel engines and 

generators

Features
•	 Lightweight fuel tube 

assemblies can weigh  
up to 66% less

•	 Well suited for formed fuel 
harness applications

•	 Multiple color options
•	 Excellent cost/value

Qualified fittings
Contact your Eaton account 
sales manager for composite 
and metal fitting options.

For more information  
refer to the Synflex® 
Thermoplastic Hose and 
Fittings E-HOOV-MC001-E.

Synflex® Diesel fuel tubing

Transportation
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4297 Synflex®

High-flex diesel fuel tubing

r

Part 
number

Hose 
size Tube I.D. Tube O.D.

Wall 
thickness

Maximum 
operating 
pressure 

Minimum 
burst 

pressure

Minimum
bend 

radius Weight Color
Package 
length*

DN mm in mm in mm in bar psi bar psi mm in kg/ 
100m

lbs/ 
100ft m ft

4297-M10 M10 10 6,0 0.24 9,6 0.39 1,9 0.08 4 50 34,0 500 28,7 1.13 1,4 3.10 Black 30,5 100

4297-06 -06 10 6,4 0.25 9,9 0.39 1,9 0.07 4 50 34,0 500 28,7 1.13 1,4 3.10 Black
Aluminum 30,5 100

4297-07 -07 11 7,6 0.30 11,1 0.44 1,9 0.07 4 50 34,0 500 31,8 1.25 1,6 3.50 Black
Aluminum 30,5 100

4297-M12 M12 12 8,0 0.31 11,8 0.48 1,9 0.08 4 50 34,0 500 44,5 1.75 1,7 3.70 Black 30,5 100

4297-08 -08 12 9,5 0.38 13,3 0.53 1,9 0.07 4 50 34,0 500 76,3 3.00 2,2 4.90 Black
Aluminum 30,5 100

4297-10 -10 16 12,1 0.48 17,2 0.68 2,5 0.10 4 50 34,0 500 88,9 3.50 3,4 7.40 Black
Aluminum 30,5 100

*Random length box packaged part numbers listed. Other packaging options available. See Customer Connect or contact your Eaton customer service representative.

Construction
Tube: Nylon 11

Cover: Thermoplastic 
elastomer

Operating parameters
-45°C to +122°C  
(-50°F to +250°F)

Standard Compliance
Portions of: SAE J844, J1131, 
J1394

ASTM D471, 0624, 0638, 
D648, 0709, 0746, 0742, 
02240

Application
•	 Formed or unformed 

harnesses
•	 Transportation – trucks, 

buses and off-highway 
vehicles

•	 Construction machinery  
and equipment

•	 Agriculture machinery  
and equipment

•	 Marine, boats and yachts
•	 Diesel engines and 

generators

Features
•	 Excellent flexibility
•	 Well suited for individual 

line installation
•	 Multiple colors
•	 Designed specifically for 

diesel fuel applications
•	 Lightweight fuel tube 

assemblies can weigh  
up to 66% less

•	 Excellent cost/value

Qualified fittings
Contact your Eaton account 
sales manager for composite 
and metal fitting options.

For more information  
refer to the Synflex® 
Thermoplastic Hose and 
Fittings E-HOOV-MC001-E.

Synflex® Diesel fuel tubing

Transportation
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4KGEN Synflex®

Diesel fuel kits
Specifically designed for modification or repair of OEM fuel systems  
that use Synflex® 4294 or 4297 series fuel tubing.

4KGEN-08-001   Fuel tubing extension kit

Part number Hose size DN Description Qty Unit of measure

4408-08710* -08 12 Plastic female fitting 4 Pieces
4408-08610* -08 12 Plastic 90° fitting 2 Pieces
4408-08310* -08 12 Plastic straight fitting 2 Pieces
4294-0810K -08 12 Black fuel tubing 25 Feet
4294-081FK -08 12 Silver fuel tubing 25 Feet

* MTO

4KGEN-10-001   Fuel tubing extension kit

Part number Hose size DN Description Qty Unit of measure

4408-10710* -10 16 Brass female fitting 4 Pieces
4408-10610 -10 16 Plastic 90° fitting 2 Pieces
4408-10310* -10 16 Plastic straight fitting 2 Pieces
4297-101FX-001 -10 16 Silver fuel tubing 25 Feet

* MTO

Kit content
•	 OEM male, female,  

straight and 90 degree 
barbed fittings

•	 Synflex® 4294 or 4297  
series tubing

Application
•	 Transportation – trucks, 

buses, off-highway vehicles
•	 Construction machinery  

and equipment
•	 Agriculture machinery  

and equipment
•	 Diesel engines and parts

Features
•	 Synflex® 4KGEN kits can 

be used to modify tank 
locations, routings, and 
repair fuel systems in these 
and many other applications 
where diesel fuel is used

•	 Utilize OEM barbed end 
fittings to maintain o-ring 
sealing end connection 
of the original OEM fuel 
system

•	 OEM colors available to 
maintain the same OEM 
color code integrity

For more information  
refer to the Synflex® 
Thermoplastic Hose and 
Fittings E-HOOV-MC001-E.

Synflex® Diesel fuel tubing kits

Transportation
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H057
Fuel line hose
Exceeds: SAE 30R7

Construction
Tube: Nitrile 

Reinforcement:  
Polyester braid

Cover: Synthetic rubber

Operating parameters
-40°C to +125°C  
(-40°F to +275°F)

Application
•	 Small engine fuel systems 

for gasoline, ethanol, diesel 
and up to B20 Biodiesel

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend  

radius
Vacuum 
service Weight 

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

H05703-100R 4,8 0.19 10,3 0.41 3,4 50 17,2 250 50,8 2.00 94,8 28 0,09 0.06

H05704-100R and 
H05704-250R 6,4 0.25 12,7 0.50 3,4 50 17,2 250 63,5 2.50 94,8 28 0,13 0.09

H05705-100R 7,9 0.31 14,3 0.56 3,4 50 17,2 250 69,8 2.75 94,8 28 0,16 0.11

H05706-50R and 
H05706-250R 9,5 0.38 15,9 0.63 3,4 50 17,2 250 76,2 3.00 94,8 28 0,18 0.12

Truck and engine maintenance - Fuel line hose

Transportation

Fitting reference Page

SOCKETLESS™ I-48-53
Field attachable – Clamp applications, 
contact Eaton technical support for 
information.
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Fuel line hose
EPA/CARB,  SAE J1527B1-15 
Meets: SAE J30R6, SAE J30R9, SAE J30R11

35FH

Construction
Tube: PVDF

Reinforcement: Polyester

Cover: Black PVC alloy

Operating parameters
-40°C to +71°C  
(-40°F to +160°F)

Application
•	 Small engine, outboard 

marine and turf care fuel 
systems for gasoline, diesel 
and up to B20 Biodiesel, 
where CARB (EPA 
certification) is required

•	 Meets the requirements 
of the International Marine 
Certification Institutes 
Recreational Craft Directive 
94/25/EC. Qualified to 
applicable portions of SAE 
J1527B1-15, SAE J30R6, R9 
and 30R11 specifications

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

35FH-40203-001 6,35 0.25 12,45 0.49 12,0 175 48,2 700 38,1 1.50 94,8 28 0,124 0.083
35FH-40201-001* 6,35 0.25 12,45 0.49 12,0 175 48,2 700 38,1 1.50 94,8 28 0,124 0.083
35FH-50203-001 7,90 0.31 14,20 0.56 12,0 175 48,2 700 38,1 1.50 94,8 28 0,143 0.096
35FH-50207-001* 7,90 0.31 14,20 0.56 12,0 175 48,2 700 38,1 1.50 94,8 28 0,143 0.096
35FH-60203-001 9,50 0.37 15,90 0.63 12,0 175 48,2 700 38,1 1.50 94,8 28 0,156 0.105
35FH-60206-001* 9,50 0.37 15,90 0.63 12,0 175 48,2 700 38,1 1.50 94,8 28 0,156 0.105
*  Retail roll package

Fitting reference Page

SOCKETLESS™ I-48-53
Field attachable – Clamp applications, 
contact Eaton technical support for 
information.

Truck and engine maintenance - Fuel line hose

Transportation
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Truck and engine maintenance - Air brake hose

ECO38
Air brake hose
Meets: SAE J1402, DOT/FMVSS 106 Type AII

Construction
Tube: Highly engineered 
EPDM

Reinforcement: Polyester 
braid

Cover: EPDM

Operating parameters
-40°C to +212°C 
(-40°F to +100°F)

Application
•	 Tractor to trailer lines,  

axle chamber lines and 
tractor service lines

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend  

radius
Vacuum 
service Weight

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

EC03804-250R 6,4 0.25 16,7 0.66 15,5 225 62,1 900 32,0 1.25 94,8 28 0,22 0.15

EC03806-250R 9,5 0.38 19,1 0.75 15,5 225 62,1 900 45,0 1.75 94,8 28 0,31 0.21

EC03808-250R 12,7 0.50 22,2 0.88 15,5 225 62,1 900 51,0 2.00 94,8 28 0,40 0.27

Fitting reference

For more information refer to  
E-AROV-TB001-E DOT Air Brake Hose 
and Brass Crimp and Reusable Fittings

Transportation

Air brake hose
Meets: SAE J1402, DOT/FMVSS 106 Type AII

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend  

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

2570-6 9,7 0.38 19,1 0.75 16,0 225 62,0 900 44,5 1.75 0,27 0.18

2570-8 12,7 0.50 22,4 0.88 16,0 225 62,0 900 50,8 2.00 0,34 0.23

2570

Construction
Tube: Synthetic rubber

Reinforcement: Double 
textile braid

Cover: Synthetic rubber

Operating parameters
-40°C to +100°C  
(-40°F to +212°F)

Application
•	 Tractor to trailer lines,  

axle chamber lines and 
tractor service lines

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

Fitting reference Page

Reusable

Power steering & air brake  I-54-55

Contact Eaton technical support for 
information on crimp fittings.
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Truck and engine maintenance - Air brake hose

Transportation

2550/2554
Air brake hose
2550 Meets: SAE J1402, DOT/FMVSS 106 Type AII
2554 Meets: SAE J1402, FMVSS 106

Construction
Tube: Synthetic rubber

Reinforcement: Double 
textile braids

Cover: Synthetic rubber

Operating parameters
2550:	 -40°C to +93°C  
	 (-40°F to +200°F)

2554:	 -54°C to +100°C 
	 (-65°F to +212°F)

Application
•	 Tractor to trailer lines,  

axle chamber lines and 
tractor service lines

•	 2554: Conforms to 
ordinance spec.  
MIL-H-3992B, Type 1,  
Class 1

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend  

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

2550-6 9,7 0.38 19,1 0.75 16,0 225 62,0 900 44,5 1.75 0,30 0.20

2554-6 9,7 0.38 19,1 0.75 16,0 225 62,0 900 95,3 3.75 0,27 0.18

Fitting reference Page

Reusable

Power steering & air brake  I-54-55

Contact Eaton technical support for 
information on crimp fittings.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend  

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

1531-10* 12,7 0.50 23,9 0.94 21,0 300 84,0 1200 139,7 5.50 0,57 0.38

1531-12* 16,0 0.63 28,4 1.12 21,0 300 84,0 1200 165,1 6.50 0,71 0.48

1531-16 22,4 0.88 35,1 1.38 21,0 300 84,0 1200 187,5 7.38 1,07 0.72

1531-20 28,7 1.13 41,4 1.63 21,0 300 84,0 1200 241,3 9.50 1,16 0.78

1531A-24 35,1 1.38 47,8 1.88 21,0 300 84,0 1200 266,7 10.50 1,55 1.04

* Single wire braid

1531
Railroad air brake hose
Exceeds: AAR-M618

Construction
Tube: Synthetic rubber

Reinforcement: Partial textile 
braid, wire reinforcement

Cover: Synthetic rubber

Operating parameters
-54°C to +100°C  
(-65°F to +212°F)

Application
•	 Locomotive air brake lines For more information on 

agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

Fitting reference Page

Reusable

Railroad air brake  I-56

Contact Eaton technical support for 
information on crimp fittings.
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Truck and engine maintenance - Silicone hose

Transportation

EH225
Heater hose
Meets: SAE J20 R3 Class A

Construction
Tube: Silicone

Reinforcement: Single ply 
polyester braid

Cover: Blue

Operating parameters
-54°C to +177°C  
(-65°F to +350°F)

Application
•	 Heater engine For additional sizes and 

configurations refer to Eaton 
bulletin E-HOOV-MC004-E3.

Part number Hose I.D. Hose O.D.

Minimum  
burst  

pressure Length

mm in mm in bar psi ft/box

EH22504 6,40 0.25 11,70 0.46 28,0 400 25
EH22505 7,90 0.31 13,20 0.52 21,0 300 25
EH22506 9,70 0.38 16,30 0.64 17,0 250 25
EH22508 12,70 0.50 19,30 0.76 17,0 250 25
EH22510 16,00 0.63 23,60 0.93 17,0 250 25
EH22512 19,10 0.75 27,20 1.07 14,0 200 25
EH22514 22,40 0.88 31,50 1.24 14,0 200 25
EH22516 25,40 1.00 35,10 1.38 12,0 175 25



F

AEROQUIP MASTER CATALOG    A-HOOV-MC001-E3—August 2017    www.eaton.com F-17

Truck and engine maintenance - Silicone hose

Transportation

EH226
Coolant hose
Meets: SAE J20 R1 Class A

Construction
Tube: Silicone

Reinforcement: 4-ply  
woven polyester

Cover: Blue

Operating parameters
-54°C to +177°C  
(-65°F to +350°F)

Application
•	 Coolant engine For additional sizes and 

configurations refer to Eaton 
bulletin E-HOOV-MC004-E3.

Part number Hose I.D. Hose O.D.

Minimum  
burst  

pressure Length

mm in mm in bar psi ft/box

EH22605 7,90 0.31 17,50 0.69 74,50 1080 3
EH22606 8,70 0.38 19,10 0.75 73,10 1060 3
EH22608 12,70 0.50 22,10 0.87 60,10 872 3
EH22610 15,70 0.62 25,10 0.99 55,00 797 3
EH22612 19,10 0.75 28,40 1.12 52,70 764 3
EH22614 22,40 0.88 31,80 1.25 50,50 732 3
EH22616 25,40 1.00 34,80 1.37 48,20 699 3
EH22617 26,90 1.06 36,60 1.44 46,70 678 3
EH22618 28,70 1.13 38,10 1.50 45,40 658 3
EH22620 31,80 1.25 41,10 1.62 42,50 617 3
EH22622 35,10 1.38 44,40 1.75 37,90 550 3
EH22624 38,10 1.50 47,50 1.87 35,90 521 3
EH22626 41,10 1.62 50,50 1.99 34,50 501 3
EH22628 44,40 1.75 53,80 2.12 32,60 473 3
EH22630 47,80 1.88 57,20 2.25 31,00 450 3
EH22632 50,80 2.00 60,20 2.37 30,50 442 3
EH22634 54,10 2.13 63,50 2.50 29,30 425 3
EH22636 57,20 2.25 66,50 2.62 28,50 413 3
EH22638 60,50 2.38 69,90 2.75 27,60 400 3
EH22640 63,50 2.50 72,90 2.87 26,10 379 3
EH22642 66,50 2.62 75,90 2.99 24,20 351 3
EH22644 69,80 2.75 79,20 3.12 23,30 338 3
EH22646 73,20 2.88 82,60 3.25 22,10 321 3
EH22648 76,20 3.00 85,60 3.37 21,90 317 3
EH22650 79,50 3.13 88,90 3.50 21,20 308 3
EH22652 82,60 3.25 91,90 3.62 20,50 298 3
EH22654 85,90 3.38 95,20 3.75 19,00 275 3
EH22656 86,90 3.50 98,30 3.87 18,20 264 3
EH22658 92,20 3.63 101,60 4.00 17,60 256 3
EH22660 95,20 3.75 104,60 4.12 17,20 249 3
EH22664 101,60 4.00 111,00 4.37 16,10 233 3
EH22666 104,90 4.13 114,60 4.51 N/A N/A 3
EH22668 108,00 4.25 117,90 4.84 N/A N/A 3
EH22672 114,30 4.50 123,70 4.87 N/A N/A 3
EH22680 127,00 5.00 136,40 5.37 N/A N/A 3
EH22688 139,70 5.50 149,10 5.87 N/A N/A 3
EH22696 152,40 6.00 161,80 6.37 N/A N/A 3
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Truck and engine maintenance - Silicone hose

Transportation

EH227
Turbo hose, 4-Ply
Meets SAE J20R1, Class A

Construction
Tube: Silicone

Reinforcement: 4-ply  
woven aramid

Cover: Red

Operating parameters
-54°C to +260°C  
(-65°F to +500°F)

Application
•	 High temperature  

engine
For additional sizes and 
configurations refer to Eaton 
bulletin E-HOOV-MC004-E3.

Part number Hose I.D. Hose O.D.

Minimum 
burst  

pressure Length

mm in mm in bar psi ft/box

EH22704 6,40 0.25 14,50 0.57 32,9 477 3
EH22706 9,70 0.38 17,80 0.70 32,9 477 3
EH22708 12,70 0.50 20,80 0.82 29,3 425 3
EH22710 16,00 0.63 24,10 0.95 25,9 376 3
EH22712 19,10 0.75 27,20 1.07 22,4 325 3
EH22714 22,40 0.88 30,50 1.20 22,4 325 3
EH22716 25,40 1.00 33,50 1.32 20,6 300 3
EH22717 26,90 1.06 35,10 1.38 20,6 300 3
EH22718 28,70 1.13 36,80 1.45 19,0 276 3
EH22720 31,80 1.25 39,90 1.57 19,0 276 3
EH22721 33,30 1.31 41,40 1.63 19,0 276 3
EH22722 35,10 1.38 43,20 1.70 19,0 276 3
EH22724 38,10 1.50 46,20 1.62 17,2 249 3
EH22726 41,10 1.62 49,30 1.94 17,2 249 3
EH22728 44,40 1.75 52,60 2.07 15,5 225 3
EH22730 47,80 1.88 55,90 2.20 13,8 200 3
EH22732 50,80 2.00 58,90 2.32 13,8 200 3
EH22734 54,10 2.13 62,20 2.45 12,1 175 3
EH22736 57,20 2.25 65,30 2.57 12,1 175 3
EH22738 60,50 2.38 68,60 2.70 12,1 175 3
EH22740 63,50 2.50 71,60 2.82 10,3 149 3
EH22742 66,50 2.62 74,70 2.94 8,6 125 3
EH22744 69,80 2.75 78,00 3.07 8,6 125 3
EH22746 73,20 2.88 81,30 3.20 6,0 87 3
EH22748 76,20 3.00 84,30 3.32 6,0 87 3
EH22750 79,50 3.13 87,60 3.45 5,2 75 3
EH22752 82,60 3.25 90,70 3.57 5,2 75 3
EH22754 85,90 3.38 94,00 9.70 5,2 75 3
EH22756 88,90 3.50 97,00 3.82 5,2 75 3
EH22758 92,20 3.63 100,30 3.95 3,8 49 3
EH22760 95,20 3.75 103,40 4.07 3,8 49 3
EH22764 101,60 4.00 109,70 4.32 3,8 49 3
EH22772 114,30 4.50 122,40 4.82 3,8 49 3
EH22780 127,00 5.00 135,10 5.32 3,8 49 3
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Truck and engine maintenance - Diesel and biodiesel hose

GH100 ESP™

Braided textile - diesel and biodiesel hose
High temperature, low pressure oil 
Meets: ASTM D380, ASTM D6751, EN412, EN2240

Construction
Tube: Eaton developed HNBR

Reinforcement: Aramid braid

Cover: Fiber braid

Operating parameters
Up to B20:  
-40°C to +150°C  
(-40°F to +302°F)

Up to B100:  
-40°C to +125°C  
(-40°F to +257°F)

Oil -Transmission application 
-40°C to +165°C 
-40°F to 320°F

Application
•	 Engine fuel systems for 

diesel and biodiesel use
•	 Low pressure oil 

applications, including 
synthetics for transmission 
oil cooler applications

•	 Qualified with ultra-low-
sulfur diesel (ULSD), every 
blend of biodiesel up to 
B100, and a variety of 
synthetic oils

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

Fitting reference Page

Crimp

OTC  H-5-56

Contact Eaton for custom tube designs.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight 

DN mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

GH100-4 6 6,4 0.25 13,3 0.53 28,0 400 112,0 1600 31,8 1.25 94,8 28 0,12 0.08

GH100-6 10 9,5 0.38 15,9 0.62 28,0 400 112,0 1600 38,1 1.50 94,8 28 0,15 0.10

GH100-8 12 12,7 0.50 19,1 0.75 28,0 400 112,0 1600 50,8 2.00 94,8 28 0,19 0.13

GH100-10 16 15,9 0.63 23,1 0.91 24,0 350 96,0 1400 63,5 2.50 94,8 28 0,27 0.18

GH100-12 19 19,2 0.75 27,9 1.10 24,0 350 96,0 1200 76,2 3.00 94,8 28 0,30 0.20

Transportation

GH101 ESP™

CPE rubber - diesel and biodiesel hose
High temperature, low pressure oil 
Meets: ASTM D380, ASTM D6751, EN412, EN2240

Construction
Tube: Eaton developed HNBR

Reinforcement: Aramid braid

Cover: CPE Cover

Operating parameters
Up to B20:  
-40°C to +150°C  
(-40°F to +302°F)

Up to B100:  
-40°C to +125°C  
(-40°F to +257°F)

Application
•	 Engine fuel systems for 

diesel and biodiesel use 
•	 Low pressure oil 

applications, including 
synthetics for transmission 
oil cooler applications

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

Fitting reference Page

Crimp

OTC  H-5-56
Contact Eaton for custom tube designs; 
Brass connections, composite 
connections and brass crimp fitting 
options.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight

DN mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

GH101-4 7 6,4 0.25 14,6 0.57 28,0 400 112,0 1600 31,8 1.25 94,8 28 0,14 0.09

GH101-6 10 9,5 0.38 17,4 0.59 28,0 400 112,0 1600 38,1 2.00 94,8 28 0,18 0.12

GH101-8 12 12,7 0.50 21,2 0.83 28,0 400 112,0 1600 50,8 2.50 94,8 28 0,25 0.17

GH101-10 16 15,9 0.62 24,5 0.96 24,0 350 112,0 1400 69,8 3.00 94,8 28 0,28 0.19
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Truck and engine maintenance - Engine and air brake

FC355
Engine and air brake hose
Meets: SAE J1402, DOT/FMVSS 106 Type AII

Construction
Tube: AQP elastomer

Reinforcement: Polyester 
inner braid and a single  
wire braid

Cover: Blue AQP elastomer

Operating parameters
-40°C to +150°C 
(-40°F to +302°F)

Air not to exceed  
250 psi or +121°C (+250°F)

Biodiesel use up to B20  
and max temperature of 
+100°C (+212°F)

Application
•	 Air brake, gasoline, fuel, 

lubricating oils  
and coolants

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

Fitting reference Page

Crimp

100R5 FJ H-80-86
Reusable

SAE 100R5 style I-4-16

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC355-04 4,8 0.19 13,2 0.52 105,0 1500 420,0 6000 19,1 0.75 94,8 28 0,22 0.17
FC355-06 7,9 0.31 17,3 0.68 105,0 1500 420,0 6000 31,8 1.25 94,8 28 0,35 0.24
FC355-08 10,4 0.41 19,6 0.77 87,0 1250 350,0 5000 44,5 1.75 94,8 28 0,43 0.29
FC355-10 12,7 0.50 23,9 0.94 87,0 1250 350,0 5000 57,2 2.25 94,8 28 0,59 0.40
FC355-12 16,0 0.63 27,4 1.08 52,0 750 210,0 3000 69,9 2.75 67,7 20 0,68 0.46
FC355-16 22,4 0.88 31,5 1.24 28,0 400 112,0 1600 88,9 3.50 50,8 15 0,74 0.50
FC355-20 28,7 1.13 38,6 1.52 21,0 300 87,0 1250 114,3 4.50 50,8 15 0,87 0.59
FC355-24 35,1 1.38 44,5 1.75 17,0 250 70,0 1000 139,7 5.50 37,2 11 1,02 0.69
FC355-32 46,0 1.81 56,4 2.22 14,0 200 56,0 800 215,9 8.50 37,2 11 1,37 0.93

Transportation
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Fitting reference Page

Crimp

100R5 FJ H-80-86
Reusable

SAE 100R5 style I-4-16

Construction
Tube: AQP elastomer

Reinforcement: Polyester 
inner braid and a single  
wire braid

Cover: Black textile braided

Operating parameters
-49°C to +150°C 
(-55°F to +302°F)

Air not to exceed  
+121°C (+250°F)

Biodiesel use up to B20  
and max temperature of 
100°C (212°F)

Application
•	 Air brake, gasoline, fuel, 

lubricating oils  
and coolants

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

FC350
Engine and air brake hose
Meets: SAE J1402, DOT/FMVSS 106 Type AII

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC350-04 4,8 0.19 13,2 0.52 140,0 2000 560,0 8000 19,1 0.75 94,8 28 0,22 0.13
FC350-05 6,4 0.25 14,7 0.58 105,0 1500 420,0 6000 25,4 1.00 94,8 28 0,34 0.16
FC350-06 7,9 0.31 17,3 0.68 105,0 1500 420,0 6000 31,8 1.25 94,8 28 0,35 0.20
FC350-08 10,4 0.41 19,6 0.77 87,0 1250 350,0 5000 44,5 1.75 94,8 28 0,43 0.23
FC350-10 12,7 0.50 23,9 0.94 87,0 1250 350,0 5000 57,2 2.25 94,8 28 0,59 0.33
FC350-12 16,0 0.63 27,4 1.08 52,0 750 210,0 3000 69,9 2.75 67,7 20 0,68 0.39
FC350-16 22,4 0.88 31,2 1.23 28,0 400 112,0 1600 88,9 3.50 50,8 15 0,74 0.50
FC350-20 28,4 1.12 38,1 1.50 21,0 300 84,0 1200 114,3 4.50 50,8 15 0,87 0.56
FC350-24 35,1 1.38 44,5 1.75 17,0 250 70,0 1000 139,7 5.50 37,2 11 1,02 0.63

Truck and engine maintenance - Engine and air brake

Transportation
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FC300
Textile and wire braid
Meets: SAE 100R5, SAE J1019, SAE J1402,  
DOT/FMVSS 106 Type AII

Construction
Tube: AQP elastomer

Reinforcement: Polyester 
inner braid, single wire braid

Cover: Blue textile braid

Operating parameters
-49°C to +150°C 
(-55°F to +302°F)

Air not to exceed  
+121°C (+250°F)

Use with biodiesel  
not to exceed +100°C 
(+212°F) with B2 to B20

Application
•	 Hydraulics handling 

petroleum base fluids 
•	 Air, gasoline, fuel and 

lubricating oils, fire resistant 
hydraulic fluids and other 
industrial fluids

•	 Not approved for use  
with E85

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight 

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC300-04 4,8 0.19 13,2 0.52 210,0 3000 840,0 12000 76,2 3.00 94,8 28 0,19 0.13
FC300-05 6,4 0.25 14,7 0.58 210,0 3000 840,0 12000 85,9 3.38 94,8 28 0,24 0.16
FC300-06 7,9 0.31 17,3 0.67 157,0 2250 630,0 9000 101,6 4.00 94,8 28 0,27 0.23
FC300-08 10,4 0.41 19,6 0.76 140,0 2000 560,0 8000 117,3 4.62 94,8 28 0,32 0.26
FC300-10 12,7 0.50 23,4 0.93 122,0 1750 490,0 7000 139,7 5.50 94,8 28 0,49 0.37
FC300-12 16,0 0.63 27,4 1.08 105,0 1500 420,0 6000 165,1 6.50 94,8 28 0,58 0.46
FC300-16 22,4 0.88 31,2 1.27 56,0 800 224,0 3200 187,5 7.38 67,7 20† 0,55 0.44
FC300-20† ‡ 28,4 1.12 38,1 1.50 43,0 625 175,0 2500 228,6 9.00 67,7 20† 0,68 0.52
FC300-24† ‡ 35,1 1.38 44,5 1.75 35,0 500 140,0 2000 266,7 10.50 50,8 15† 0,92 0.67
FC300-32† ‡ 46,0 1.81 56,4 2.22 21,0 300 84,0 1200 336,6 13.25 37,3 11† 1,28 0.94
FC300-40† ‡ 60,1 2.38 73,2 2.88 21,0 300 84,0 1200 609,6 24.00 27,1 8† 2,11 1.50

†  �Maximum negative pressure shown for -16 and larger are suitable for those which has suffered no external damage or kinking. If greater negative pressures are 
required for -16 and larger hoses, the use of an internal support coil is recommended 

‡  Does not meet SAE 100R5 pressure with reusable fittings. -32 size rated to 350 psi with crimp fittings

Truck and engine maintenance - Engine and air brake

Transportation

Fitting reference Page

Crimp

100R5 FJ H-80-86
Reusable

SAE 100R5 style I-4-16
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Truck and engine maintenance - fuel and oil hose

FC650
High temperature engine, fuel and oil hose

Construction
Tube: AQP elastomer

Reinforcement: Single wire 
braid

Cover: Black polyester 
braided

Operating parameters
-49°C to +150°C 
(-55°F to +302°F)

Air not to exceed  
+121°C (+250°F)

Application
•	 Diesel fuel, gasoline, 

lubricating oils, water, 
coolant and air 

•	 Not approved for  
air brake applications

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC650-04 4,8 0.19 12,2 0.48 70,0 1000 280,0 4000 19,1 0.75 94,8 28 0,15 0.10
FC650-06 7,9 0.31 16,0 0.63 70,0 1000 280,0 4000 31,8 1.25 94,8 28 0,22 0.15
FC650-08 10,4 0.41 18,8 0.74 70,0 1000 280,0 4000 44,5 1.75 94,8 28 0,28 0.19
FC650-10 12,7 0.50 21,1 0.83 70,0 1000 280,0 4000 57,2 2.25 94,8 28 0,34 0.23
FC650-12 16,0 0.63 25,1 0.99 70,0 1000 280,0 4000 69,9 2.75 67,7 20 0,41 0.28

Fitting reference

Factory crimp fittings available. 
Contact Eaton for details. 
For -4 only, the 100R5 crimp fitting is 
qualified.

Transportation

Fitting reference Page

Crimp

OTC  H-5-56

FC699
High temperature fuel and oil hose

Construction
Tube: AQP elastomer

Reinforcement: Single 
aramid braid

Cover: Black textile braided

Operating parameters
-40°C to +150°C 
(-40°F to +302°F)

Air not to exceed 250 psi  
or +121°C (+250°F)

Biodiesel use up to B20  
and max temperature of 
+100°C (+212°F)

Application
•	 Diesel fuel, gasoline, crude 

and lubricating oils
•	 Transmission oil cooler

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight 

DN mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC699-04 6 6,4 0.25 12,4 0.49 28,0 400 112,0 1600 31,8 1.25 94,8 28 0,09 0.06
FC699-06 10 9,7 0.38 16,0 0.63 28,0 400 112,0 1600 38,1 1.50 94,8 28 0,15 0.10
FC699-08 12 12,7 0.50 19,6 0.77 28,0 400 112,0 1600 50,8 2.00 94,8 28 0,19 0.13
FC699-10 16 16,0 0.63 23,9 0.94 24,0 350 98,0 1400 63,5 2.50 61,0 18 0,27 0.18
FC699-12 19 19,1 0.75 27,4 1.08 21,0 300 83,0 1200 101,6 4.00 61,0 18 0,30 0.20
FC699-16 25 25,4 1.00 33,8 1.33 17,0 250 70,0 1000 114,3 4.50 61,0 18 0,41 0.28
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Truck and engine maintenance - fuel and oil hose

FC234
High temperature fuel and oil hose
Fire resistant USCG/MMT, NMMA/BIA 
Meets: SAE J1527 Type A1

Construction
Tube: AQP elastomer

Reinforcement: Brass  
plated steel wire braided 
refractory insulation

Cover: Blue AQP elastomer

Operating parameters
-40°C to +150°C 
(-40°F to +302°F)

Use with biodiesel  
not to exceed +100°C 
(+212°F) with B2 to B20

Application
•	 Diesel fuel, gasoline, 
•	 Hot lube oil 
•	 Water

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst 

pressure

Minimum 
bend 

radius
Vacuum 
service Weight 

mm in mm in bar psi bar psi mm in kPa in kg/m lbs/ft

FC234-05 6,4 0.25 14,7 0.58 105,0 1500 420,0 6000 25,4 1.00 94,8 28 0,32 0.22
FC234-06 7,9 0.31 17,3 0.68 105,0 1500 420,0 6000 31,8 1.25 94,8 28 0,37 0.25
FC234-08 10,4 0.41 19,3 0.76 87,0 1250 350,0 5000 44,5 1.75 94,8 28 0,44 0.30
FC234-10 12,7 0.50 23,9 0.94 87,0 1250 350,0 5000 57,2 2.25 94,8 28 0,66 0.45
FC234-12 16,0 0.63 27,4 1.08 52,0 750 210,0 3000 69,9 2.75 67,7 20 0,71 0.48
FC234-16 22,4 0.88 31,5 1.24 28,0 400 112,0 1600 88,9 3.50 54,2 16 0,75 0.51

Fitting reference Page

Crimp

100R5 FJ  H-80-86
Reusable

SAE 100R5 style  I-4-16

Transportation



F

AEROQUIP MASTER CATALOG    A-HOOV-MC001-E3—August 2017    www.eaton.com F-25

Alternative fuel - LPG hose

FC321
LPG 
Meets: UL Listing MH6044

Construction
Tube: Synthetic rubber

Reinforcement: Textile  
inner braid, a stainless steel 
wire braid

Cover: Synthetic rubber 
impregnated textile braid

Operating parameters
-40°C to +121°C 
(-40°F to +250°F)

Application
•	 Designed for butane-propane 

applications on either mobile 
or stationary equipment

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

WARNING: LPG is a very hazardous 
liquid or gas and should be handled 
with maximum care to prevent 
leakage. Since the gas is heavier  
than air, it may flow along the ground 
if it escapes and cause an explosion  
or a fire. No leakage should ever  
be tolerated.

Fitting reference Page

Reusable 

SAE 100R5 style I-4-16

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend 

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

FC321-04 4,8 0.19 13,2 0.52 24,0 350 122,0 1750 38,1 1.50 0,16 0.11

FC321-06 7,9 0.31 17,0 0.67 24,0 350 122,0 1750 50,8 2.00 0,27 0.18

FC321-08 10,4 0.41 19,6 0.77 24,0 350 122,0 1750 58,7 2.31 0,31 0.21

FC321-10 12,7 0.50 23,4 0.92 24,0 350 122,0 1750 69,9 2.75 0,43 0.29

FC321-12 16,0 0.63 27,4 1.08 24,0 350 122,0 1750 82,6 3.25 0,55 0.37

FC321-16 22,4 0.88 31,5 1.24 24,0 350 122,0 1750 93,7 3.69 0,56 0.38

Transportation
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CR170
LPG 
Meets: CGA Type III (Canadian Gas Association) 

Construction
Tube: Nylon

Reinforcement: Single 
stainless steel braid

Cover: Perforated synthetic  
rubber

Operating parameters
-40°C to +121°C 
(-40°F to +250°F)

Application
•	 LPG (propane) vehicle, 

alternative fuel  
conversion systems

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A.

WARNING: LPG is a very hazardous 
liquid or gas and should be handled 
with maximum care to prevent 
leakage. Since the gas is heavier  
than air, it may flow along the ground 
if it escapes and cause an explosion  
or a fire. No leakage should ever  
be tolerated.

r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend 

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

CR170-04 4,8 0.19 13,2 0.52 24,0 350 840,0 12000 76,2 3.00 0,24 0.16

CR170-06 7,9 0.31 17,0 0.67 24,0 350 630,0 9000 101,6 4.00 0,32 0.22

CR170-08* 10,4 0.41 19,6 0.77 24,0 350 560,0 8000 117,3 4.62 0,38 0.26

CR170-12* 15,9 0.63 28,0 1.10 24,0 350 414,0 6000 165,1 6.50 0,71 0.48

 * Sizes 8 & 12 only are UL MH60773

Fitting reference

Must be CGA certified to crimp 
assemblies.

Factory crimp hose assemblies 
available. Contact Eaton for details.

Alternative fuel - LPG hose

Transportation
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Alternative fuel - CNG hose

Synflex® 35NG 
High pressure CNG hose
Meets: ANSI/CSA NGV4.2-2014 CSA 12.52-2014,  
ANSI/CSA NGV 3.1-2014/CSA 12.3-2014

Construction
Tube: Conductive nylon core

Reinforcement:  
Synthetic fiber

Cover: Black perforated 
polyurethane

Operating parameters
-40°C to +85°C 
(-40°F to +185°F)

Application
•	 CNG refueling dispensers
•	 CNG transfer lines
•	 High-pressure CNG lines

Features
•	 Dissipates static electricity
•	 Low volumetric expansion
•	 UV resistant cover
•	 Twin-line designs available 

with vent hose
•	 Designed for electrically 

conductive fittings
For more information  
refer to the Synflex® 
Thermoplastic Hose and 
Fittings E-HOOV-MC001-E.

 r

Part number
Hose 
size Hose I.D.

Hose 
O.D.

Maximum  
working 
pressure

Minimum  
burst 

pressure

Minimum  
bend 
radius Weight 

Package 
Length

DN mm in mm in bar psi bar psi mm in kg/m lbs/ft m ft

35NG-04-250BX -04 6 6,4 0.25 16,0 0.63 345 5,000 1,379 20,000 51,0 2.00 0,16 0.11 76,2 250

35NG-06-250BX -06 10 9,7 0.38 19,5 0.77 345 5,000 1,379 20,000 102,0 4.00 0,22 0.15 76,2 250

35NG-08-250BX -08 12 12,8 0.50 22,5 0.89 345 5,000 1,379 20,000 140,0 5.50 0,31 0.21 76,2 250

Twin-Line

35NG-0404-250BX 04, -04 – – – – – 345 5,000 1,379 20,000 51,0 2.00 0,32 0.23 76,2 250

35NG-0406-250BX 04, -06 – – – – – 345 5,000 1,379 20,000 51,0 2.00 0,38 0.27 76,2 250

35NG-0408-250BX 04, -08 – – – – – 345 5,000 1,379 20,000 51,0 2.00 0,47  0.33 76,2 250

Certified by:

Fitting reference

Factory made hose assemblies are 
available for Eaton distribution. 
Contact Eaton for details.

Eaton factory certified assemblies are 
available for purchase.

Transportation

See product brochure 
E-HOTH-TTOO1-E for fitting 
and certification information.
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NG-TW
Low pressure CNG hose
Meets: ANSI/CSA NGV4.2-2014 CSA 12.52-2014,  
ANSI/CSA NGV 3.1-2014/CSA 12.3-2014, ECE R110

Construction
Tube:  Conductive Teflon ®   
inner tube

Reinforcement:  304 stainless 
steel wire braid

Cover:  Fire resistant black/
polyester blend cover with  
a blue tracer
Teflon ®  is a trademark of  The 
Chemours Company FC, LLC  
used under license by Eaton.

Operating parameters
-40°C to +120°C  
(-40°F to +248°F)

Application
•  Designed for low pressure, 

high temperature CNG 
applications on equipment 
or vehicles

Features
•  Dissipates static electricity
•  Low volumetric expansion
•  UV resistant cover
•  Designed for electrically 

conductive �ttings
•  Eaton factory certi�ed 

assemblies are available  
for purchase

For more information on 
agency listings, specific 
fluid applications and high 
temperature ratings see 
section A .

 r

Part number Hose I.D. Hose O.D.

Maximum 
operating 
pressure

Minimum 
burst  

pressure

Minimum 
bend  

radius Weight

mm in mm in bar psi bar psi mm in kg/m lbs/ft

NG-6TW 7,9 0.31 13,6 0.54 30 435 104 1508 101.6 4.00 0,18 0.12

NG-8TW 10,6 0.42 16,4 0.65 30 435 120 1740 133.4 5.25 0,24 0.16

NG-10TW 12,7 0.50 19,1 0.75 30 435 104 1508 165.1 6.50 0,27 0.18

Certified by:

Alternative fuel - CNG hose

Fitting reference

Must be TUV certified to crimp 
assemblies.

Factory made hose assemblies are 
available for Eaton distribution. 
Contact Eaton for details.

Transportation

See product brochure  
E-HOTH-TTOO1-E for fitting 
and certification information . 

HOSE PRODUCTS
Flevolaan 62g 
1382 JZ Weesp
The Netherlands

Phone : +31 294 - 450 200
Mail 
Web 


